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SECTION 1 ð INTRODUCTION 

1.1 Check the Quality Monitoring (QM) lab number to make sure itôs current (not expired), using 

SiteManager or LIMS Flyover. 

 

Note 1ðA QM lab number is an MTD lab number for certifying a certain material grade from a 

certain supplier for a specific period (one calendar month before 2022 and three calendar months 

since 2022). The lab number format is CXX37YYYY, where XX is the current calendar year and 

YYYY is the numerical number of the sample. The QM lab number SiteManager ID (SM ID) 

follows the following format QM301CXX37YYYY. Example: MTD lab number C20375555, SM ID 

will be QM301C20375555. 

 

1.2 Take samples once per day or lot (Section 3.1). Select proper sample containers (Section 4.1) 

and label the containers with proper information. At least one sample, per grade per supplier per 

project, is sent to MTD while additional daily storage samples are stored. 

 

1.2.1 The Department should always maintain the custody of the samples. 

 

1.3 Log the samples, sent to MTD, in SiteManager and be sure to include all required information. 

Barcode and ship the samples to MTD. 

 

1.4 Associate stored samples to the project and send in stored samples when needed. 

 

1.5.  Contact MTD Asphalt Binder Section for any questions regarding this guide or binder testing in 

general: 

 

¶ Section Director: Pravat Karki, Ph.D., P.E (Pravat.Karki@txdot.gov, 512-506-5242) 

¶ Engineer: Zahra Sotoodeh Nia, Ph.D., P.E. (Zahra.Sotoodehnia@txdot.gov, 512-506-5803) 

¶ Engineer: Gamal Mabrouk, PhD, P.E. (Gamal.Mabrouk@txdot.gov, 512-605-9905) 

¶ Engineering Assistant, Eloy Lopez Minjares (Eloy.LopezMinjares@txdot.gov, 512-506-5945) 

¶ Engineering Assistant, Laura Plotkin (Laura.Plotkin@txdot.gov, 512-865-1722) 

¶ Recordkeeper, Jasmine Ryan (Jasmine.Ryan@txdot.gov, 512-302-2065) 

1.5.1 Alternatively, you may also email the distribution group, MTD-Asphalt-Engineering@txdot.gov 

with any relevant questions. 

 

mailto:MTD-Asphalt-Engineering@txdot.gov
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SECTION 2 ð CHECKING THE QM LAB NUMBER 

2.1.  Verify the lab number, assigned by MTD on the ticket (or bill of lading i.e., BOL) from the 

transport, is current by comparing the lab number on the ticket with the lab number listed in 

SiteManager (Section 2.4) or LIMS Flyover (Section 2.5) or Asphalt Supplier Certifications 

dashboard (Section 2.6) or by contacting MTD Asphalt Binder Section personnel (Section 1.5).  

 

2.2. If the lab number from MTD is not current (has expired), an advanced lab number has not been 

issued, or if the lab number does not match (e.g., producer or grade does not match the shipping 

ticket), reject the load. 

 

2.2.1. On rare occasions, MTD may issue an ñAdvanceò lab number, which is approval for the material 

given in advance of MTDôs complete testing. In this case, the lab number on the shipping ticket 

may not yet be in SiteManager but will be in LIMS Flyover. 

 

2.2.2. Once the lab number has been found in LIMS Flyover, double click on it. 

 

2.2.3. On the screen showing the sample details, look for the ñAdvance Lab#ò check box. A check here 

indicates that this is an advanced lab number. 

 

 

 

 

 

 

 

 

 

 

 

 

2.2.4. If necessary, contact MTD regarding the status and estimated completion time for the sample. 

 

2.3. Record the lab number, producer, grade, and effective dates for future quick reference. 

 

Note 2ðThe lab numbers are usually valid for a specific period (one calendar month before 2022 

and three calendar months since 2022), so it will likely be used repeatedly on a given project. 

Having a list on hand of previously verified numbers makes it easy to verify more loads when they 

arrive with the same number. 
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2.4. Verifying the lab number using SiteManager. 

 

2.4.1. Log in to SiteManager and double click on ñMaterials Management,ò then ñXiteManager.ò 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

2.4.2. Double click on ñAssistant.ò 

 

 

 

 

 

 

 

 

 

 

 

 

2.4.3. Select the following information: 

¶ the type of asphalt used on the project (Example: ñASPH CEMENTò) under ñMaterial 

Category,ò 

¶ the grade of asphalt (Example: ñAC-20-5TRò) under ñMaterial Name,ò and 

¶ the name of the producer (Example: ñWRIGHT ASPHALTðBROWNWOOD, TXò) under 

ñProducer Name.ò 
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2.4.4. If you have trouble finding the lab number through this method, or you do not know some of the 

information, type in the SiteManager ID under ñSample ID.ò The SiteManager ID will be ñQM301ò 

followed by the lab number from the shipping ticket. (Example: QM301C19370863) 

 

2.4.5. Find the SiteManager ID that matches the lab number from the shipping ticket (the SiteManager 

ID will start with ñQM301ò followed by the lab number) and check to make sure the date of the 

shipment is within the valid dates for the SiteManager ID. (Example: QM301C19370863 with valid 

dates from April 1, 2019, to April 30, 2019; QM301C23370837 with valid dates from April 1, 2023 

to June 30, 2023, etc.) 

 

2.5. Verifying the QM lab number using LIMS Flyover. 

 

2.5.1. Use Citrix or SiteManager Terminal Server to access: 

¶ Log in to Terminal Server and select ñAdditional Appsò from the Launch pad. Then double 

click ñLIMS Flyover Database,ò or 

¶ Log in to MyCitrix (mycitrix.txdot.gov) and select ñAppsò at the top of the screen. Then double 

click ñLIMS Flyover.ò 
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2.5.2. In the Flyover Application, select ñLab Numberò as the filter column and type in the lab 

number. (No ñQM301ò for this application; just the ñCò number). Make sure that the upper 

right drop-down menu is set to State-wide not your District. 

 

 

 

 

 

 

 

 

2.6. Verifying the QM lab number using the Asphalt Supplier Certification dashboard. 

 

2.6.1 Access the Asphalt Supplier Certification dashboard using the link: 

https://www.txdot.gov/business/resources/materials/asphalt-supplier-certifications.html.  

 

2.6.2  Filter by the Year of Approval Date to select ALL years (starting from 2012), the current 

calendar year or multiple calendar years.  

2.6.3:  Filter by the Producer to select ALL suppliers, a specific supplier, or multiple suppliers. 

 

2.6.4:  Filter by Material Grade to select ALL material grades, a specific material grade, or 

multiple material grades. 

 

2.6.5:  Filter by Seal Number (which is another name for QM lab number in SiteManager). 

 

https://www.txdot.gov/business/resources/materials/asphalt-supplier-certifications.html
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2.6.6:  Once appropriate filters are applied, you can view the Seal Number(s) for the selected 

Material Grade(s) and selected Producer(s) with various approval periods within selected 

calendar Year(s). 

 

Available Filers 

 

Example View 
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SECTION 3 ð SAMPLING FREQUENCIES 

3.1. Collect, or witness the collection of, one sample per day or per lot from the project, in accordance 

with Tex-500-C. Some specification may not require daily sampling. Please review the 

corresponding specification, FAQ section of this document, DBB Guide Schedule, and/or reach 

out to MTD Asphalt Lab. Additional instructions for sampling and labelling are in the next section.  

 

3.2. Submit at least one sample of each grade and source, per project to MTD for testing, in 

accordance with the DBB Guide Schedule. Instructions for creating the sample in SiteManager 

and preparing it for shipping are in Section 5. 

 

3.3. Log and label the rest of the samples for storage. Instructions for this process are in Section 6. 

 

 Note 3ðSamples should be collected after the first load is shot through the distributor to obtain a 

representative sample. 

 

https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph500.pdf
https://www.txdot.gov/inside-txdot/division/materials-and-tests/guide-schedule.html
https://www.txdot.gov/inside-txdot/division/materials-and-tests/guide-schedule.html
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SECTION 4 ð SAMPLING PROCESS 

4.1. Use a new, clean unlined 1-quart can for hot applied asphalt and cutbacks, or a wide mouth 

plastic jar for emulsions. The Department will furnish all sampling containers, unless otherwise 

specified in the Contract.  

 

 
Left: Screw top metal can (preferred for cutbacks) 
Right: Friction lid metal can (preferred for AC and PG) 
Center: Wide mouth plastic jar (preferred for emulsions) 

 

4.1.1  In case of asphalt-rubber (A-R) binders, a sample consists of two 1-quart cans, i.e., two 1-quart 

cans of A-R binder should be sent to MTD for testing and two 1-quart cans of A-R binder need to 

be stored, for each storage sample, in the District. This is to ensure Asphalt Lab has enough 

material to run all required tests on these A-R binders. 

 

4.2. Collect samples at the frequency in accordance with the Specification and as outlined in Tex-500-

C with witness by the Engineer. 

 

4.3. Mark the samples with the producer, producer facility location, grade, District, date sampled, and 

project information including highway and CSJ.  

 

 

 

https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph500.pdf
https://ftp.dot.state.tx.us/pub/txdot-info/cst/TMS/500-C_series/pdfs/aph500.pdf
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Far Left: Properly labeled. 
Center: Improperly labeled. Many asphalt companies have multiple 
facilities, so in this case ñMartin Asphaltò is not enough information. 
Far Right: Improperly labeled; not legible. 
Front: Can lids can be easily mixed up. Please label the sides of the can, 
not the lid. 

 

4.4. Allow sample to cool before placing lid on the sample. After cooling, seal the container with the 

lid. 

 

4.5. If sample is to be sent in to MTD for testing, proceed to Section 5. 

 

4.6. If sample is not being sent to MTD, proceed to Section 6. 
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SECTION 5 ð LOGGING AND LABELING SAMPLES FOR SUBMISSION TO MTD 

5.1. Log in to SiteManager and double click on ñMaterials Management,ò then ñSampling and Testing,ò 

and finally ñSample Information.ò, which has five different tabs: 

¶ ñBasic Sample Dataò tab, 

¶ ñAddtl Sample Dataò tab, 

¶ ñContractò tab, 

¶ ñOtherò tab, and 

¶ ñTestsò tab. 
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5.2. Enter the following required information, as a minimum, on the ñBasic Sample Dataò tab: 

¶ Smpl ID: this should be automatically populated, 

¶ sample type: should be ñProject Testò for project samples, 

¶ material code, 

¶ sampler, 

¶ P/S: producer or supplier, 

¶ BOL number in the ñIntd Useò field, and 

¶ sample date. 

 

Then save the sample and proceed to the ñAddtl Sample Dataò tab. 

 

5.3. Enter the QM sample number (the nine-character long ñCò number from the asphalt lab: must 

start with letter ñCò followed by eight numeric values without any spaces in the front or in the 

middle, e.g., C19370863) into the ñSeal Numberò field. QM sample number that does not follow 

this format will trigger related deficiency. Enter the location of sampling into the ñSampled Fromò 

field (Transport Sampling Port, Storage Tank Sampling Port, Distributor Sampling Port, Plant 

Load Rack, etc.). 
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Examples of right format: 

¶ C19370863 

 

Examples of wrong entry 

¶ No entry 

¶ 19370863  

¶ C1937_863 

¶ C1937____       

¶ C____0863 

 

Then save the data and go to the ñContractò tab. 

 

5.4. Click on the ñNewò icon in the button bar and then type in the CCSJ to find the Contract 

information. Select OK. 
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5.5. The Contract information should now be shown in the ñContractò tab. 

 

 

 

 

 

 

 

 

 

Save and proceed to the ñOtherò tab if the sample is diluted, otherwise proceed to ñTestsò tab, 

and skip Section 5.6. 

 

5.6. If the sample is diluted, select ñDILUTEDò from the Type dropdown menu. 

  

Save and proceed to the ñTestsò tab.  

 

5.7. Enter the following information: 

¶ ñTXTRASPHò as the test method, (do not add ñTXTRASò for project sample in this step) 

¶ ñ46810001ò as the Lab ID, 

¶ any short descriptor or a number in the ñTest Nbrò field, and 

¶ the sample date in the ñStartedò field. 

Then save. 
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 Note 4ðThe information entered in steps 5.2-5.7 should not be changed after the material is 

shipped to MTD. Asphalt LIMS will capture SM fields when the sample is entered into LIMS and 

will not automatically update afterward. 

 

Note 5ðThe date in the ñStartedò field cannot precede the sample date in the ñBasic Sample 

Dataò tab. Furthermore, the sample date should match the date on the BOL which will allow for 

picking the supplier for the material grade based on available QM lab number. If the date the 

sample was taken is different from the BOL date, please mention the date sample was pulled in 

the Remarks section for your reference. SiteManager only allow one date currently.  

 

5.8. Generate and print out Form 202 by selecting ñServicesò Ý ñLab Reportò Ý ñPrint Form 202ò from 

the menu. Print a hard copy of the Form 202. 
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Note 6ðIf a grade dump was utilized for a PG sample, the Form 202 must clearly identify the 

grade dump/substitution. For example, if PG64-22 was used in lieu of PG70-22, the sample must 

be logged as PG 64-22 and a comment in the REMARKS/COMEMNTS/SPECIAL 

INSTRUCTIONS section of the Form 202 should be added as shown below. MTD Asphalt Lab 

will test this binder as PG 64-22 but also verify whether it will also meet substitution binder 

specifications (i.e., 1.0 Ò G*/Sin ŭ (DSR Original) Ò 2.0 kPa and 2.2 kPa Ò G*/Sin ŭ (DSR RTFO) 

Ò 5.0 kPa as described in Item 300 Table 17). 

 

5.9. Print out 4 barcode labels for each sample. Affix 2 of them to the sample containers and 1 to the 

printed Form 202. Instructions for generating and printing the barcodes are in Section 7. 

 

5.10. Place the samples in the shipping box along with a copy of the Form 202. Attach the remaining 1 

barcode label for each sample to the outside of the box. 

 

 Note 7ðDo not include any other materials (e.g., aggregates, HMA, etc.) in the same box used 

for shipping asphalt samples. 

 

 Note 8ðUse crumpled newspaper as packing material in the box. Avoid packing materials such 

as packing peanuts, shredded paper, etc. 

 

5.11. If the district chooses to document the shipping tracking number in SiteManager, obtain the 

FedEx, or other shipping tracking number, and add it to the ñIntd Useò field. Do not delete the 

BOL number. If the District uses the ñIntd Useò field for other project related information, and 

there is not enough space to add the tracking number, the tracking number can be typed in the 

Remarks ñbubbleò.   
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NOTE 9 ð Information listed in the ñIntd Useò field is transferred to LIMS and becomes part of the 

test report generated by MTD and shared with the Districts and Suppliers as appropriate. 

Including the BOL number in this field is required for all project samples. 

 

5.12. Ship the sample, within three days of collection, to the following address: 

 

Texas Department of Transportation 

MTD Asphalt, Laboratory Bldg. 

6230 E. Stassney Ln 

Austin, TX 78744 

 

Under shipping instructions, note ñDelivery entrance to the Stassney Campus is off of Burleson.ò 

  

5.13. MTD will email test reports to the District, (contractors if requested by the District) and the asphalt 

supplier. The District should forward all test reports to the Contractor and material suppliers. 

Failing test reports should be shared with the Contractor and material suppliers immediately after 

becoming aware of the report. 

 

5.14. A justification is required for acceptance of failing project samples and should be documented in 

SiteManager within 30 days of the binder being used on the project in accordance with the 

Material Inspection Guide (https://ftp.txdot.gov/pub/txdot/mtd/mig.pdf ). The justification can be 

added by accessing the Remarks bubble in the ñBasic Sample Dataò tab (Section 5.2). If more 

time is needed to authorize the sample, the District should add the justification for the additional 

time and an anticipated timeframe for authorizing the sample in the Remarks bubble of the ñBasic 

Sample Dataò tab. 

 

https://ftp.txdot.gov/pub/txdot/mtd/mig.pdf
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SECTION 6 ð LOGGING SAMPLES FOR STORAGE 

6.1. Transport the samples to the designated storage area in the District laboratory, area office, or 

other Department location approved by the District laboratory. 

 

6.2. In SiteManager, associate the sample with the QM sample and project and document the number 

of transports received for each day. Follow the instructions in Section 8 to associate the sample. 

In case of A-R binder:  

¶ associate the sample to the base binder used to produce the A-R binder; and 

¶ in the Remarks section, indicate this is an A-R binder.   

 

6.3. Write the new SiteManager ID on the side of the sample. 

 

6.4. Optional: Print out 2 barcodes of the new SiteManager ID, provided by the Assistant, for the 

sample. To do this, follow the instructions in Section 7. 

 

6.5. Store the samples in a designated area as discussed in Section 6.1 for one year of hot-applied 

binders or for 2 months for emulsified asphalts. Organize the samples by sample date and 

project. 

 

 Note 10ðMTD may request these samples for additional testing later (Section 9). 

 

Note 11ðDisposal and recycling options of asphalt samples: 

 

Asphalt binder: solid at room temperature. Based on industry and academic studies, asphaltic 

highway pavements do not leach hazardous materials into the environment at levels that would be of 

environmental concern; therefore, solid samples of asphalt binder may be disposed as non-hazardous 

municipal solid waste. Disposal of the samples in relatively small quantities at a time, along with other 

dumpster waste from the facility, would be appropriate. Alternately, if MTD or the District deems the 

material suitable, any opportunities for reuse of the samples as recycled asphalt should be 

considered.   

 

Emulsions: liquid. While asphalt emulsions are generally considered a non-hazardous waste, many 

landfills are prohibited from receiving liquid wastes in any significant quantity; therefore, these wastes 

will need to be accumulated and disposed separately. The liquid waste should be characterized based 

on the Safety Data Sheet information or testing and disposed appropriately. A waste recycling or 

disposal company (such as Safety-Kleen or similar provider) should be able to collect the material 

under a recycling program. Contact ENV Division for assistance with waste characterization and 

disposal options, as needed. 

 

Emulsions: solid if the material òbroke.ó Disposal as non-hazardous municipal waste is appropriate for 

small quantities of solidified asphalt materials. See òAsphalt binderó above for disposal guidance. 

 

Cutbacks. Contact MTD/OCC for disposal of cutbacks. 
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SECTION 7 ð LABELING THE CONTAINERS WITH BARCODES 

7.1. Open the P-touch software and select ñNew Layout.ò 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7.2. Select the ñBarcodeò Option. 

 

 

 

 

 

 

 

 

 

7.3. Copy and paste the SiteManager ID into the ñDataò box and ensure barcode option ñCode 128ò is 

selected. (If ñCode128ò is not selected, click on the ñProtocolò and select it.) 

 

 Note 12ðIt is possible to change the size of the barcode label by dragging the corners of the box 

where itôs shown. If any resizing is necessary, make sure the barcode itself is 3/4 in. to 1 in. high 

and 4 in. to 4-1/2 in. long. 
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7.4. Print 4 copies of the barcode labels. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 




































